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Abstract: The use of titanium hydride as a raw material has been an attractive alternative for the
production of titanium components produced by powder metallurgy, due to increased densification
of Ti compacts, greater control of contamination and cost reduction of the raw materials. However,
a significant amount of hydrogen that often remains on the samples could generate degradation
of the mechanical properties. Therefore, understanding decomposition mechanisms is essential
to promote the components’ long life. Several studies on titanium hydride (TiH2) decomposition
have been developed; nevertheless, few studies focus on the effect of the alloying elements on the
dehydrogenation process. In this work, the effects of the addition of different amounts of Fe (5 and
7 wt. %) and Nb (12, 25, and 40 wt. %) as alloying elements were evaluated in detail. Results suggest
that α→β transformation of Ti occurs below 800 ◦C; β phase can be observed at lower temperature
than the expected according to the phase diagram. It was found that β phase transformation could
take place during the intermediate stage of dehydrogenation. A mechanism was proposed for the
effect of allying elements on the dehydrogenation process.
Keywords: titanium hydride; beta titanium alloys; low-cost titanium alloys; dehydrogenation;
phase transformation
1. Introduction
Titanium and its alloys have been widely employed for high-performance components, due to
their unique combination of low density, excellent mechanical properties, and high corrosion resistance.
Aerospace and biomedical are currently the most important fields for applications of titanium products.
Ti-based components are typically manufactured by a multi-step process of vacuum arc melting, hot
rolling, scale removal, vacuum annealing machining, and surface treatment; all these fabrication stages
make the final product expensive [1–3]. Powder metallurgy (PM) processing offers an interesting
alternative for many applications since it provides near-net-shape parts [1], enhancing the flexibility of
design, minimizing the machining steps, and increasing the material yield.
PM techniques allow production of components from refractory metals such as molybdenum,
tungsten, or niobium, which are difficult to process by casting due to their high melting point, above
2000 ◦C. Besides, PM is a very useful alternative over casting for processing of components from
elements with very different melting points that exhibit limited solubility in the liquid state and
different density among them [4]. Hence, PM provides high flexibility in alloying design, overcoming
limitations in casting, and achieving good homogenization of the alloying elements.
PM components are highly influenced by the characteristics of the starting powder, such as
particle size and morphology [5]. In the case of Ti products, there is another key aspect: The content of
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interstitial elements such as O, N, and C [6,7]. These elements come from the reduction process of
ilmenite (FeTiO3) and rutile (TiO2), due to the high reactivity of titanium. There are several processes
to obtain commercial Ti powders. Among them, the HDH (hydride-dehydride) technique uses
by-products of Ti sponge which are submitted to hydrogenation, ground until they achieve the suitable
particle size, and then powder dehydrogenation is carried out [8]. Production of Ti powder from
HDH process began around 1957 by the Titanium Metal Corporation [9]. These powders are irregular
shape, the oxygen content is low, and they are suitable for pressing and sintering. Ti powders also can
be obtained by several atomization techniques, in order to get spherical powders and usually make
pre-alloyed powders [8]. In general, the cleaner the powder, the higher the cost. Therefore, finding a
cheap powder with the appropriate features, in terms of morphology, purity, and particle size, suitable
to be processed by the different PM techniques is one of the main challenges of the PM Ti industry.
On the other hand, processing of titanium powders to give final components by the conventional
pressing and sintering route requires sintering temperatures around 1200–1400 ◦C employing long
dwell times (2 to 5 h typically) which suppose high energy consumption. Hence, there is room to reduce
processing cost by means of alternative routes or using alternative starting powders and alloying
elements that help to improve the sintering parameters maintaining the final properties, in terms of
density and microstructure [1,8].
Use of titanium hydride (TiH2) is an attractive alternative to reduce the cost of raw material and
adapt processing parameters of PM titanium components. The main advantages of the use of TiH2,
compared to Ti powders are: (1) TiH2 as raw material is cheaper because it is an intermediate product
in the HDH-Ti powder production. (2) It achieves higher densification compared to Ti sintered under
the same conditions [10,11]. (3) The brittle behavior of TiH2 helps to fragment particles during pressing
improving/increasing the compressibility of the powder [7,11–13]. (4) The lattice defects generated
by decomposition reactions of TiH2 activate the diffusion process, which leads to pore healing and
accelerates the chemical homogenization of the final product [13]. (5) Hydrogen released during the
transformation to Ti, through the reaction TiH2 → Ti + H2 , provides a protective atmosphere for the
Ti surface that reduces/controls the contamination amount [12,14,15].
In 1970, Greenspan et al. reported a process to produce titanium alloys and metal matrix composites
by hot pressing using titanium hydride as starting powder; this process was called decomposition
powder metallurgy [16]. Afterwards, in 1974, Obara et al. patented the first press and sinter process,
both in vacuum and inert gas atmosphere, to produce Ti alloys from TiH2 powder [16]. Since then,
several works focused on the development of processes for the production of hydrogenated Ti powder,
as well as sintering of titanium hydride components.
All TiH2 applications depend on the decomposition of TiH2: How hydrogen is released when
it is subjected to a heat treatment. The process of TiH2 decomposition has been widely researched
through simultaneous thermal analysis under different atmospheres combined with structural analysis
and in-situ methods [17–23]. Although there are discrepancies about the sequence of the phases
formed during TiH2 decomposition process, researchers agree that this process is strongly dependent
on samples’ features, like the purity of the powder, particle size, and surface contamination, which
can act as a barrier for the release of hydrogen. Besides, the heating rate and atmosphere employed
during heat treatment are important aspects to be taken into account in order to promote the
decomposition [19,21,24,25].
Many studies have been developed on thermal behavior of TiH2 since its decomposition
temperature is an essential aspect to take into account when it is used in an alloy system as a
foaming/blowing agent [18,26–28]. Sintering of Ti alloys employing TiH2 powders has also been
extensively studied [19,25,29–31]. However, there are few studies about the effect of alloying elements
on the TiH2 decomposition. Understanding the interactions among hydrogen and alloying elements
during and after the dehydrogenation process could become a powerful tool in achieving microstructure
control of Ti alloys, especially in β-Ti alloys.
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Bone resorption due to the stress-shielding phenomenon is one of the main failures produced
in Ti implants; it is generated by the high difference between elastic modulus of the Ti implants
(100–110 GPa) and the cortical bone (10–30 GPa) [32]. Hence, it is important to reduce the elastic
modulus by development of β-Ti alloys that generally exhibit a lower elastic modulus, closer to that of
the cortical bone. Both Fe and Nb are nontoxic and biocompatible β-stabilizer elements employed
to develop low elastic modulus alloys. High Nb content is required to get the β-Ti phase, which
could produce nonhomogeneous microstructures due to the low diffusivity of Nb into Ti matrix.
Furthermore, Nb is an expensive metal, so addition of large Nb amounts implies increasing the cost
of the alloy. Hence, it is necessary to develop β-Ti alloys using other alloying elements that promote
the β phase stabilization with lower Nb amount [33]. Addition of small amounts of Fe have several
advantages for Ti alloys processing: Fe promotes the β phase stabilization allowing decrease of the
Nb content required; it improves the sinterability of Ti alloys since it accelerates mobility of Ti atoms
by rapid Fe diffusion; Fe increases the Ti auto-diffusion coefficient [34], which could enhance the Nb
diffusion process, promoting a homogeneous microstructure; and, finally, Fe is a low-cost material, so
substituting Nb with Fe can contribute to the cost reduction of the alloy.
The objective of this work was to identify the phases that are formed during the decomposition of
titanium hydride as well as the effect of the addition of β-stabilizing elements such as Fe and Nb on
the decomposition of titanium hydride, in order to be able to control the decomposition process and
produce β-titanium alloys from titanium hydride. The study was performed controlling shrinkage,
mass loss related to hydrogen released, and densification, as well as the evolution of the microstructure
in the different stages of the process.
2. Experimental Procedure
The raw materials used in this study were TiH2 powder (average particle size: 27 µm, supplied
by Gesellschaft für Elektrometallurgie mbH, GfE, Nürnberg, Germany), elemental Nb powder
(average particle size: 18 µm, supplied by Sat Nano, Dongguan, China), and elemental Fe powder
(average particle size: 4 µm, provided by H.C Starck, Munich, Germany). Average particle size was
measured for the starting powders using a laser diffraction particle size analyzer Mastersizer 2000
(Malvern Instruments Ltd., Worcestershire, UK). Further information about the powders employed is
shown in previous work [30].
Size of TiH2 and Nb powders was chosen by availability reasons, while size and morphology of
Fe powder was previously studied. The following work gives details on the all powders employed as
well as the study of the effect of Fe particle size on densification of Ti-Nb and Ti-Fe-Nb alloys [30].
Samples were prepared by blending the required amount of powders for 1 h in a Turbula®
multidirectional mixer (WAB, Muttenz, Switzerland). The green compacts (discs of 16 mm in diameter)
were obtained in a uniaxial press by means of a floating die at 700 MPa using between 2–2.5 g of powder.
Fundamental thermal analyses were performed in order to understand the mechanism of TiH2
decomposition and how it is affected by the addition of beta-stabilizing elements, such as Nb and Fe,
as well as to identify the critical points of TiH2 decomposition. The thermal analyses consisted of
differential thermal analysis (DTA) and thermogravimetry analysis (TGA) carried out on a Setaram
Setsys ‘Evolution 16/18′ (Setaram Instrumentation, Caluire-et-Cuire, France) for mixtures of powders,
filling the alumina crucible with 80 mg of powders. The resolution to the equipment was 0.002 µg for
the weight and 0.4 µV to the heat flow. Dilatometry (DIL) measurements were performed for square
pressed samples (about 1 cm side length), using a dilatometer Setaram Setsys Evolution TMA (Setaram
Instrumentation, Caluire-et-Cuire, France) with a vertical configuration. For all thermal analyses,
samples were heated at 10 ◦C/min up to 1250 ◦C, then were cooled at 10 ◦C/min; tests were performed
under argon flowing at 80 mL/min. The standby temperature for DTA, TGA, and DIL analyses was
45 ◦C.
On the other hand, thermal treatments were carried out for green compacts using high-vacuum
conditions (VAC) reaching up 10−5 mbar. VAC tests were done to corroborate the transformation
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reactions and dimensional changes observed by thermal analysis, as well as to evaluate the
microstructural evolution during the decomposition stages. The VAC treatments were carried
out in a high-vacuum tube furnace, model Carbolite-Hut 15/50/450 (Carbolite, Derbyshire, UK),
equipped with a diffusion pump coupled to a rotary pump. The VAC treatments were performed
between 400 and 1100 ◦C. For heat treatments from 400 ◦C to 800 ◦C, samples were heated with a
heating rate of 2 ◦C/min. While samples treated at 1100 ◦C, were heated up 800 ◦C at 2 ◦C/min. Then,
from 800 to 1100 ◦C, samples were heated at 5 ◦C/min. In all cases, once the chosen temperature
was reached, it was maintained for 5 min, then the furnace was cooled to room temperature with
a cooling rate of 5 ◦C/min. During dehydrogenation, a heating rate of 2 ◦C/min was used in order
to promote the hydrogen elimination according to previous results reported by Chirico et al. [30].
Afterwards, the heating rate was increased to 5 ◦C/min between 800 to 1100 ◦C to promote sintering
after dehydrogenation took place. Five specimens were analyzed for each heat treatment.
These temperatures were chosen based on several works that focused on titanium dehydrogenation
and supported that reactions occurred at similar temperatures to the chosen temperatures in this work.
At 400 ◦C, it was considered that the process had already started. While at about 500 ◦C and 650 ◦C,
two intense peaks appeared, corresponding to the typical decomposition stages of TiH2. Many authors
state that above 800 ◦C the dehydrogenation process has finished. Finally, 1100 ◦C was selected in
order to evaluate the interaction of the alloying elements with the matrix, during the early sintering
stage. The VAC treatments were performed for some compositions, which were selected from the
thermal analysis results. Alloys containing 7 wt. % Fe were discarded due to signs of formation of
TiFe intermetallic and alloys containing higher than 40 wt. % of alloying elements were also discarded
since it was considered that was a very high amount of Nb to produce a homogeneous material.
Figure 1 shows the thermal treatments performed in this work and Table 1 summarizes the
compositions prepared as well as the method employed for their analysis. The amount of TiH2 in the
mixtures was calculated to obtain the mentioned final compositions of Ti after the dehydrogenation process.
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Figure 1. Thermal treatments performed under high-vacuum conditions. The dotted lines show the
temperatures at which samples were cooled down in order to examine their phase composition and
microstructure at intermediate stages of the dehydrogenation process.
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Table 1. Analyzing methods for the different compositions prepared.











* Performed using a high purity argon flow of 80 mL/min. 1 Nomenclature indicates the compositions in
weight percent
Microstructural analyses were performed using a Philips XL-30 (Philips, Eindhoven, The Netherlands)
scanning electron microscopy (SEM) coupled with energy-dispersive X-ray spectroscopy (EDS, EDAX,
Mahwah, NJ, USA). Samples were embedded in a conductive resin, then they were metallographically
prepared. First, samples were ground using a sandpaper from 180 to 1000 grit (ISO/FEPA). Next, they
were polished with an alumina suspension of 3 and 1 µm. Finally, samples were cleaned with acetone.
The phase structures present after each thermal treatment at different temperatures (25 ◦C, 400 ◦C,
500 ◦C, 650 ◦C, 800 ◦C, and 1100 ◦C) were identified by X-ray diffraction (XRD) using X’pert Philips
(Philips, Eindhoven, The Netherlands) with Cu Kα radiation 1.54 Å and an accelerating voltage of
40 kV and a current of 40 mA.
3. Results and Discussion
3.1. Effect of Alloying Elements on Thermal Decomposition of Titanium Hydride
Figure 2 shows the DTA results of the powder samples. For comparison proposes, an unalloyed
TiH2 curve has been plotted alongside the powder mixtures in all cases. Table 2 summarizes the
temperatures of interest for each decomposition stage obtained from DTA tests. DTA curves exhibit a
typical decomposition behavior for TiH2. Overall, for all samples and compositions, two reactions can
be distinguished, represented by two intense and discernible endothermic peaks between 450–625 ◦C.
The temperature of these peaks coincided with local maximums of hydride decomposition reaction
and hydrogen release rate. The last stage observed, corresponding to a slight shoulder (marked with
an arrow) around 630–870 ◦C, was associated with the third decomposition stage. Changes in the third
stage were subtle due to the fact that the remaining hydrogen was very low in this temperature range.
According to literature, the whole TiH2 decomposition takes place between 380–800 ◦C
approximately [13,18]. Reported data of accurate temperature of dehydrogenation stages, as well as
the corresponding phase transformation, can differ. This is because there is a strong dependence on
samples’ features, like the purity of powder, samples mass, particle size, surface contamination, and
experimental techniques employed, like heating rate, atmosphere, etc.
Liu et al. [21], Kennedy [35], and Ma et al. [24] proposed that dehydrogenation occurs with the







→ β(Ti)H + α(Ti)H
Stage IV
→ α(Ti) (1)
In the beginning, hydrogen atoms are released and change their position randomly from tetrahedral
to octahedral interstitials sites, but keeping the initial FCC structure of δ-TiH2 (stage I). During stage II,
as hydrogen is lost, δ phase is gradually transformed to β-Ti phase that is hydrogen-rich (β-TiH) with a
BCC crystal structure. In stage III, hydrogen is continuously released from β-TiH, and α-TiH begins to
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form when the hydrogen amount is low enough. Overall, during stages II and III, the highest conversion
of titanium hydride takes place, achieving up to 80% of dehydrogenation. These stages are usually
quick and intense; they may occur, simultaneously, between 500–700 ◦C [21]. The phase transformation
model is like a core-shell structure, where δ (TiHx) constitutes the nucleus; the intermediate layer
corresponds to β-TiH and external layer is α-TiH. Finally, complete α-Ti transformation occurs, which
means that complete hydrogen elimination is produced in the last stage, but this stage is very dependent
on the surface features. It has been reported that the formation of a slight layer of oxide on the particle
surface could hinder complete dehydrogenation [10,19–21].
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Figure 2. Comparison of differential thermal analysis (DTA) curves betwe n TiH2 and mixtures of
powders under high purity argon atmosphere heated at 10 ◦C/min. (a) TiH2-Fe (5 and 7 wt. %); (b)
TiH2-Nb (12, 25, 40 wt. %); (c) TiH2-Nb-Fe (25 wt. % Nb and 5, 7 wt. % Fe) and (d) TiH2-Nb-Fe (40 wt.
% Nb and 5, 7 wt. % Fe).
Several authors only agree on the first decomposition stage, where the progressive l ss of hydrogen
keeping the FCC structure is produced. Another approach claims that the TiH2 decomposition occurs
through th δ (TiHx) transf rmation to α-Ti on the particle surface. In this case, the phase structure
changes from FCC to HCP.
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Table 2. Transformation temperatures found during the dehydrogenation process analyzed by
differential thermal analysis (DTA).
Sample
Temperature (◦C)
Stage I Stage II Stage III
Onset Peak Onset Peak Onset Offset
TiH2 475 510 555 592 650 830
TiH2-5Fe 395 500 555 623 700 880
TiH2-Fe 385 500 555 620 700 875
TiH2-12Nb 380 470 535 600 645 850
TiH2-25Nb 385 490 545 613 645 870
TiH2-40Nb 390 480 540 596 630 830
TiH2-5Fe25Nb 410 485 535 585 645 815
TiH2-7Fe25Nb 405 495 542 695 630 840
TiH2-5Fe40Nb 420 487 535 608 635 855
TiH2-Fe40Nb 425 490 545 600 630 845
Dehydrogenation process did not seem considerably modified by the addition of a different
amount of Nb and Fe, either by elemental or combined addition, considering that for all samples the
three stages of the dehydrogenation process could be observed (Figure 2). However, the addition
of alloying elements was found to accelerate the beginning of the reaction during the first stage:
Both onset and peak temperatures were shifted to lower temperatures around up to 95 ◦C and 40 ◦C,
respectively (Table 2). Meanwhile, the temperature of stage II was maintained similar to TiH2 for
all samples with a variation of ±25 ◦C. Finally, it can be seen that the dehydrogenation process for
mixtures of powders finished at a higher temperature compared to pure TiH2. This factor suggests
that the alloying elements could act as a barrier for the removal of the remaining hydrogen. The last
theoretical dehydrogenation stage/reaction (stage IV), where the transformation βH + αH to α-Ti phase
takes place, was not expected to happen for the alloyed samples due to the presence of a high quantity
of beta-stabilizer elements incorporated, which considerably reduced the beta transus temperature
with respect to unalloyed Ti.
On the other hand, in the detail of Figure 2a, a slight endothermic peak between 850–950 ◦C
for TiH2 can be seen, which corresponds to theoretical α → β transformation (882 ◦C). No α → β
transformation was observed for samples of Ti-Nb and Ti-5Fe-Nb systems. The α→ β transformation
was expected to occur at lower temperature due to Fe and Nb addition, as well as the possible remaining
hydrogen. Therefore, the absence of this slight endothermic peak in all powders that contained Fe
and Nb alloying elements could be attributed to the α → β transformation taking place at lower
temperatures and overlapping with the second stage of dehydrogenation process.
At higher temperature, around 1090 ◦C, an exothermic reaction for TiH2-7Fe (detail Figure 2a) was
produced, which was associated with the formation of intermetallic TiFe [36]. In the case of TiH2-5Fe,
there was no evidence of this reaction. This could indicate that 5 wt. % Fe was not enough to promote
TiFe formation. During cooling, reverse reactions to those produced during heating were not observed,
due to the irreversibility of Ti-Fe reaction, and the stability of the β phase.
3.2. Shrinkage Evolution During the Dehydrogenation Process
In order to understand the behavior during TiH2 decomposition and sintering of base Ti alloys,
dilatometry experiments were carried out for all compositions. Figure 3 plots the dilatometric curves.
In all diagrams, a curve for pure TiH2 is included as a reference. According to Wang et al. [10],
densification behavior of TiH2 compounds was a consequence of two reasons: (1) The volume change
caused by the high density of dislocations and vacancies due to the dehydrogenation process, which
increases diffusion rates; and (2) the cleaning effect of the hydrogen atoms released that can remove
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a fraction of oxygen of the Ti surface and promote sintering densification. In this work the effect of
addition of beta-stabilizer elements, like Nb and Fe, on dehydrogenation and densification processes
is evaluated.
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Figure 3. Dilatometric curves for compact powders. Analyses were performed under high-purity
argon atmosphere, heating at 10 ◦ / i . 2 ( a 7 t. %); (b) TiH2-Nb (12, 25, 40 wt. %);
(c) TiH2-Nb-Fe (25 wt. % Nb and 5, 7 wt. % Fe) an (d) TiH2-Nb-Fe (40 wt. % Nb and 5, 7 wt. % Fe).
Samples with a lower amount of alloying elements (TiH2-5Fe, TiH2-7Fe, and TiH2-12Nb) presented
similar shrinkage to unalloyed TiH2. As the content of alloying elements increased, shrinkage was
considerably modified as compared to pure TiH2.
In the beginning, all samples exhibited expansion up to 500 ◦C; this coincides with stage I of TiH2
decomposition. This extension could be attributed to the increase of the lattice parameter of δ-TiHx
due to the thermal expansion coefficient change as the temperature increased, as well as to the lattice
defects generated by the removal of hydrogen.
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In Figure 3a, it can be seen that expansion was followed by a drastic increase of shrinkage rate
up to 600 ◦C. This agrees with stage II of TiH2 decomposition, which is the most intense step of the
dehydrogenation process and produces a quick shrinkage of the samples due to the higher amount
of hydrogen released. During this stage, the crystallographic structure changed from FCC (δ-TiHx)
to BCC (β-TiH), which also contributed to the change in volume due to solute atoms’ rearrangement.
Taking into account the diffraction patterns obtained from the International Center for Diffraction Data
(ICDD) database for δ-TiHx (03-065-0934) and β-Ti (01-089-4913), which have lattice parameters of
4.450 Å and 3.283 Å, respectively, an approximate calculation of the shrinkage expected could be made.
According to these lattice parameters and the number of atoms in the unit cell of each crystal structure,
one-unit cell FCC (δ-TiHx) had a volume of 0.088 nm3, and it was transformed into two-unit cells BCC
(β-Ti), which exhibited a volume of 0.071 nm3 (0.035 nm3 each one). Hence, with a rough calculation,
it could be estimated that this crystal structure change involved shrinkage around 20%.
Next, between 600 and 800 ◦C shrinkage occurred more slowly due to the fact that dehydrogenation
was almost finished. Around 800 ◦C, a slight slope change could be observed, which suggests that
sintering has started. Then, from 800 ◦C the shrinkage observed could be related to the neck formation
between Ti particles. Results indicate that Fe addition promotes sample densification since TiH2-7Fe
showed higher contraction value than TiH2-5Fe and TiH2. Samples TiH2 and TiH2-5Fe reached a
shrinkage of 8% and 8.5%, respectively, while 10.2% was achieved for sample TiH2-7Fe. This fact
may have been caused because Fe increases self-diffusion coefficient of Ti, which enhances the
sinterability [37]; furthermore, the small particle size of Fe employed (D50 3–4 µm), and its spherical
morphology, improves filling of empty spaces between TiH2 particles, promoting better sample
densification. Although TiH2-7Fe sample exhibited densification 24% higher than pure TiH2 and 18%
greater than sample TiH2-5Fe, the possibility of formation of TiFe with the addition of 7 wt. % should
be taken into account since it could be undesirable due to its brittle nature.
With respect to the effect of Nb addition, Figure 3b indicates that as the Nb amount increased
the percentage of shrinkage decreased, which was expected because as TiH2 content decreases the
sample contraction is lower, too. The values of linear shrinkage achieved correspond to 7%, 3.8%,
and 2.2% for TiH2-12Nb, TiH2-25Nb, and TiH2-40Nb, respectively. Sample TiH2-12Nb exhibited a
behavior similar to TiH2, although a decrease of the shrinkage rate from 650 ◦C (after stage II) could
be noted. For samples TiH2-25Nb and TiH2-40Nb, after the initial expansion observed (stage I), the
shrinkage rate was more subtle than TiH2, which suggested that Nb could delay or inhibit the TiH2
decomposition process. On the other hand, around 900 ◦C a shoulder could be observed, which became
more evident as the Nb amount increased. This could be related to the diffusion process of Nb into the
Ti lattice. It has been reported that the interdiffusion coefficient of Ti-Nb decreases over 2–4 orders of
magnitude with an increase in the Nb amount [38,39]. According to the Ti-Nb phase diagram, BCC-Nb
and BCC-Ti are completely soluble over 900 ◦C; therefore, from this temperature, onwards diffusion
processes were faster with the increase in temperature [40].
Figure 3c,d shows the influence of Fe addition on the alloys with higher Nb content (25 wt. %
and 40 wt. %, respectively). These alloys suffered smaller shrinkage than unalloyed TiH2 and the
influence of Nb mixed/combined with Fe was not clear. An expansion of 0.6% was found at 1000 ◦C for
sample TiH2-5Fe25Nb, whereas TiH2-7Fe25Nb reached an expansion of 0.8%, which was delayed until
1250 ◦C. For samples containing 40 wt. % of Nb, expansion of 1% was observed just for TiH2-5Fe40Nb
around 1075 ◦C, while TiH2-7Fe40Nb showed shrinkage behavior similar to TiH2-40Nb. Further tests
are necessary in order to understand the effect of the simultaneous addition of Nb and Fe.
Even when the starting temperature of dehydrogenation stages could be shifted with the addition
of alloying elements, decomposition behavior did not seem to be modified significantly with respect to
unalloyed TiH2. However, the final sample densification was affected/altered by the incorporation
of the alloying element since both Fe and Nb had different interactions with Ti particles (once TiH2
was decomposed). On one hand, Fe promoted sinterability; therefore, final densification increased.
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On the other hand, Nb, owing to its large atomic size and poor diffusion rate, impeded/limited
the densification.
3.3. Comparison of Mass Loss during the Dehydrogenation Process under Different Environments
Mass losses of samples tested under argon (TGA analysis) and under vacuum (VAC, heat treatment
in a tubular furnace) are shown in Figure 4a,b, respectively. In both cases, the mass loss percentage is in
accordance to the TiH2 fraction present in each composition. So, TiH2 exhibited the highest mass loss
of 3.9%, while, as the amount of alloying elements increased, mass loss decreased. Thereby, the most
alloyed composition, TiH2-40Nb, showed the lowest mass loss of 2.5%.
Metals 2020, 10, x FOR PEER REVIEW 10 of 19 
 
noticeable that at low temperature, while the dehydroge ation process took place (up to 800 °C 
approximately), samples evaluated under vacuum condition reached higher weight loss compared 
to samples treated i  argon flow. 
(a) (b) 
Figure 4. Mass loss for the composition prepared obtained by: (a) Thermogravimetric analysis (TGA) 
of mixtures of powders (samples measured under argon flow of 80 mL/min) and (b) Vacuum 
treatments (VAC) of compact samples (samples treated under high-vacuum conditions). 
For all samples, no observable mass loss was found at 400 °C in argon flow, while in high 
vacuum at least 14% of hydrogen loss for TiH2-5Fe25Nb was reached. At 650 °C, almost all hydrogen 
contained in the samples was released for VAC samples: Sample TiH2-5Fe reached hydrogen loss of 
90.6% under vacuum, while with argon it reached 57.1%. Finally, from 800 °C onwards, mass loss 
became stable for vacuum samples while for samples in argon, hydrogen it was still being released. 
The amount of hydrogen retained on the samples TiH2-5Fe, TiH2-12Nb, and TiH2-5Fe25Nb could be 
attributed to a slight layer of oxide formed on particle surface, which interferes with complete 
degasification. The formation of this oxide layer was highly likely due to the inherent nature of Ti 
and it has been previously observed in literature [10,19–21]. 
Table 3. Relative hydrogen weight loss (%) for treated samples heated in Thermogravimetric analysis 
(TGA) and Vacuum treatments (VAC) test. 
According to results, dehydrogenation occurs faster under vacuum than in argon flow; this is 
due to the fact that hydrogen released during the decomposition process is continuously removed 
when the samples are under vacuum. Moreover, the heating rate is an important aspect to consider 
on dehydrogenation. Many researchers have reported that a lower heating rate promotes an effective 
dehydrogenation process [21,24]. Tests in argon flow were carried out with a heating rate of 10 °C 
/min, while in vacuum a rate of 2 °C/min was employed. Hence, the sum of these observations 
suggests that both lower heating rate and high-vacuum sintering enhanced the dehydrogenation 













































400 °C 500 °C 650 °C 800 °C 1100 °C 
TGA VAC TGA VAC TGA VAC TGA VAC TGA VAC 
TiH2 2.3 16.7 1.7 76.8 66.3 98.9 89.1 99.8 94.8 99.1 
TiH2-5Fe <1 14.9 9.9 74.7 57.1 90.6 87.8 97.4 97.7 98.1 
TiH2-12Nb 5.9 18.4 9.5 84.0 58.7 97.3 83.8 97.7 89.9 98.1 
TiH2-40Nb <1 24.7 15.0 92.8 70.9 96.0 93.9 99.7 98.4 99.7 
TiH2-5Fe25Nb 8.5 14.0 7.0 84.6 62.9 97.9 86.7 98.3 90.6 98.0 
Figure 4. Ma s lo s for the composition prepared obtained by: (a) Thermogravimetric analysis (TGA)
of i t r s of powders (samples measured under argon flow of 80 mL/min) and (b) V cuum treatments
(VAC) of compact samples (samples treated under high-vacuum conditions).
Table 3 summarizes the relative weight loss achieved in both environments, which was related to
the total amount of hydrogen according to the initial TiH2 powder in each mixture. It was noticeable
that at low temperature, while the dehydrogenation process took place (up to 800 ◦C approximately),
samples evaluated under vacuum condition reached higher weight loss compared to samples treated
in argon flow.
Table 3. Relative hydrogen weight loss (%) for treated samples heated in Thermogravimetric analysis
(TGA) and Vacuum treatments (VAC) test.
Samples 400
◦C 500 ◦C 650 ◦C 800 ◦C 1100 ◦C
TGA VAC TGA VAC TGA VAC TGA VAC TGA VAC
TiH2 2.3 16.7 1.7 76.8 66.3 98.9 89.1 99.8 94.8 99.1
TiH2-5Fe <1 14.9 9.9 74.7 57.1 90.6 87.8 97.4 97.7 98.1
TiH2-12Nb 5.9 18.4 9.5 84.0 58.7 97.3 83.8 97.7 89.9 98.1
TiH2-40Nb <1 24.7 15.0 92.8 70.9 96.0 93.9 99.7 98.4 99.7
TiH2-5Fe25Nb 8.5 14.0 7.0 84.6 62.9 97.9 86.7 98.3 90.6 98.0
For all samples, no observable mass loss was found at 400 ◦C in argon flow, while in high vacuum
at least 14% of hydrogen loss for TiH2-5Fe25Nb was reached. At 650 ◦C, almost all hydrogen contained
in the samples was released for VAC samples: Sample TiH2-5Fe reached hydrogen loss of 90.6% under
vacuum, while with argon it reached 57.1%. Finally, from 800 ◦C onwards, mass loss became stable
for vacuum samples while for samples in argon, hydrogen it was still being released. The amount
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of hydrogen retained on the samples TiH2-5Fe, TiH2-12Nb, and TiH2-5Fe25Nb could be attributed
to a slight layer of oxide formed on particle surface, which interferes with complete degasification.
The formation of this oxide layer was highly likely due to the inherent nature of Ti and it has been
previously observed in literature [10,19–21].
According to results, dehydrogenation occurs faster under vacuum than in argon flow; this is
due to the fact that hydrogen released during the decomposition process is continuously removed
when the samples are under vacuum. Moreover, the heating rate is an important aspect to consider on
dehydrogenation. Many researchers have reported that a lower heating rate promotes an effective
dehydrogenation process [21,24]. Tests in argon flow were carried out with a heating rate of 10 ◦C /min,
while in vacuum a rate of 2 ◦C/min was employed. Hence, the sum of these observations suggests that
both lower heating rate and high-vacuum sintering enhanced the dehydrogenation process, promoting
an effective/complete hydrogen elimination. In all cases, the addition of alloying elements did not
hinder achievement of full dehydrogenation, even when the starting and ending temperature of the
reactions could be slightly shifted.
3.4. Microstructure Evolution during the TiH2 Decomposition
Microstructure evolution during the dehydrogenation process of TiH2-5Fe25Nb heated from
400 to 1100 ◦C is displayed in Figure 5. Similar behavior and characteristics were observed for the
other compositions studied.
At 400 ◦C (Figure 5a), no significant changes were found in the microstructure with respect to
green compacts. The sample seems to be composed of particles of titanium hydride, Nb, and Fe,
which maintain their original morphology due to the pressing process. Due to the brittleness of
titanium hydride, smaller broken particles can be seen filling the holes between the bigger particles.
According to the results reported in Table 3, the weight loss of TiH2-5Fe25Nb at 400 ◦C was about 14%
of hydrogen, which suggests dehydrogenation had already started. This fact suggests that samples at
400 ◦C were composed of a nonstoichiometric titanium hydride, TiHx, were x is referred to a fraction
between 1 and 2.
At 500 ◦C (Figure 5b), needle-like structures were found forming from the outside to inner of the
hydride particles. These needles could be associated with the first transformation of titanium hydride
to α-Ti. Besides this, no interaction signs of alloying elements with titanium hydride were found,
and particles seemed to be closer together than at 400 ◦C, which agreed with the dilatometric curves
(Figure 3) that showed that the initial shrinkage took place among 400–500 ◦C. This fact also concurred
with the linear shrinkage obtained/calculated for the samples heated under vacuum (Figure 6) where
there was a slight increase in contraction at 500 ◦C.
Samples heated up to 650 ◦C (Figure 5c) showed a drastic increase of densification, achieving
shrinkage of 3% for TiH2-5Fe25Nb. Figure 6 indicates that samples containing a higher amount of
TiH2 got higher contraction values as well. Hence, it can be confirmed that densification achieved was
due to the dehydrogenation process.
On the other hand, at 650 ◦C, alpha needles were no longer visible, suggesting that complete
transformation took place during the dehydrogenation, until all the structure was composed of mainly
α-Ti matrix with few H-rich regions (darkest zones/spots indicated by orange arrows in Figure 5c).
Both densification and α-Ti transformation were expected, since it has been reported that around
600–650 ◦C most of the hydrogen was released, and samples were mainly composed of α-Ti [21].
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Figure 6. Linear shrinkage for samples heated under VAC conditions at different temperatures.
The transformation from TiHx to α-Ti phase was not in accordance with the mechanism previously
proposed in Equation (1), in which, at this temperature (around 650 ◦C), the transformation from
TiHx to β-Ti was expected instead of transformation to α-Ti. In this case, alpha phase may appear
during cooling since the heating of samples treated under vacuum conditions was stopped at specific
temperatures and samples were cooled down for microstructural observation, thereby, also stopping
the decomposition reaction. Hence, the β-phase obtained from the dehydrogenation process, according
to the transformation process suggested, was reverted to α-Ti phase during cooling, which was not
fast enough to maintain the high-temperature β-phase microstructure.
In addition, it can be seen that the Fe particles were surrounded by a brighter ring that indicated
that the diffusion processes between Fe and Ti had started. This effect is shown in detail in Figure 7.
Fe diffusion in α-Ti is unlikely since the maximum solubility of Fe in α-Ti is lower than in β-Ti,
0.047 and 17 wt. %, respectively. Besides, it is known that diffusivities of Fe in β-Ti is around 4 orders
of magnitude larger than in α-Ti [41]. So, β-Ti might have been stabilizing around the Fe particles,
even when the temperature was significantly lower than the β transus temperature expected (750 ◦C)
according to Ti-Fe phase diagram for 5 wt. % of Fe. It is important to remark that this temperature
cannot be directly compared to the phase diagrams temperature, since VAC treatments and phase
diagrams were carried out under different conditions, in terms of atmosphere, time, and pressure.
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This early β-Ti phase transformation could also be attributed to the presence of remaining
hydrogen. Hydrogen was used as a temporary alloying element in the processing of Ti alloys since it
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can modify the phase composition, microstructure by controlled diffusion of other alloying elements in
hydrogen environment [42]. According to the Ti-H phase diagram, the β transus temperature was
reduced from 882 ◦C for pure Ti to 300 ◦C for Ti alloy containing 39 %at. of hydrogen. Hence, it is
possible that a small amount of hydrogen could be enough to promote the β-phase stabilization at
lower temperatures.
Evidence of alpha needles could still be found for TiH2-5Fe (Figure 7). This suggests that the
presence of Nb could promote/accelerate the dehydrogenation reactions allowing us to obtain a higher
amount of β-Ti phase at the same temperature. This agreed with DTA results (Figure 2 and Table 2),
where a decrease of the peak temperature for samples containing Nb was observed.
Above 800 ◦ C, it can be considered that the remaining hydrogen content present in the samples
at 650 ◦C was released, and the reaction TiH2 → Ti + H2 ↑ was completed. SEM image at 800 ◦C
(Figure 5d) shows evidence of neck formation between Ti particles and Ti-Nb particles (marked as A
and B, respectively). Besides, three different zones can be distinguished: (1) Ti matrix mainly composed
by α-Ti phase, identified by dark grey zone (Point C); (2) bright particles which correspond to Nb
(Point D), and (3) light grey region, where the diffusion of Nb atoms into Ti matrix was taking place
(Point E), hence, this zone would correspond to Nb-rich β-Ti phase.
It has been reported that complete diffusion/dissolution of Fe into Ti matrix occurs above 1080 ◦C
for Ti-5 wt. % Fe; and almost no interaction between Ti-Fe particles was observed at 950 ◦C [34,37,43].
However, in this work, there were no signs of Fe particles at 800 ◦C; they had already been dissolved
into Ti matrix. This could be related to hydrogen released from hydride powder having a cleansing
effect on the particle surface, which not only allowed protecting Ti from getting oxygen but also
increased the chemical activity of the Ti particles’ surface, allowing the reduction of the temperature of
the initiation of both sintering and diffusion processes [12,44].
It was surprising that the porosity increased from 600 to 800 ◦C for alloyed samples. Nevertheless,
this behavior coincided with the expansion observed for alloyed samples in Figure 3. Expansion was
more significant as a higher amount of alloying elements was incorporated. This could be associated
with the formation of Kirkendall porosity, which is a result of the difference of intrinsic diffusion
coefficient/diffusivities among the constituents of the alloy forming solid solutions [45]. Kirkendall
effect is a phenomenon of interdiffusion in substitutional alloys, where the difference on mass transfer
involved in the interdiffusion process causes the diffusion couple (in this case Ti-Nb and Ti-Fe) to
contract on one side and to swell the other side, inducing stress and could also generate voids/porosity.
Interdiffusion processes depend strongly on the composition/amount of the alloying element.
For Ti-Nb system/couple, the interdiffusion coefficient decreased 2 or 3 orders of magnitude as
Nb content increased from 0 to 40 at. %. of Nb [39,40]. Even when it has been reported that Fe
increased the interdiffusion coefficient of Nb into Ti [46], self-diffusion of Ti seems to be controlling
the diffusion/sintering of the alloy. This might be explained due to the difference in melting points
between the constituents Ti-Nb. Ti has a lower melting point than Nb; hence, Ti exhibits higher vacancy
concentration and diffusion mobility, promoting the self-diffusion of Ti instead of the interdiffusion
among Ti-Nb. Hence, high porosity around Nb particle can be observed. On the other hand, Kirkendall
porosity could be formed by the diffusion couple Ti-Fe due to difference of diffusion rate, which was
higher than in Ti-Nb. However, considering the low amount of Fe added with respect to Nb, it is
more likely that the high porosity observed in the SEM images could be generated mainly by the
Ti-Nb couple.
In general, the diffusion processes are activated/promoted as the temperature increases. At 1100 ◦C,
significant changes concerning Nb diffusion were observed. Improvement on the neck growth between
the Ti and Nb particles was seen, allowing the reduction of porosity compared to samples treated at
800 ◦C; however, a strong Kirkendall effect was maintained. Undissolved Nb particles surrounded by a
diffusion region were found; so, Nb diffusion into Ti matrix was still taking place. This suggested that
neither temperature nor sintering time (1100 ◦C, 5 min) were enough to complete both the diffusion of
Nb and sintering of the alloy in order to achieve/get a higher amount of β-Ti phase and densification
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values. Moreover, isolated α-Ti needles in some areas of the samples were also observed, which could
be associated with the incomplete Nb diffusion.
Microstructures of the obtained samples were compared with Ti-Nb samples produced by
casting [47–50]. The main difference between Ti-Nb alloys produced by casting and PM was that β
phase seemed more homogeneous for PM alloys and α” phase formed during cooling for cast-alloys
was not observed in PM alloys. Since the microstructures obtained in this paper were not optimized
in terms of complete sintering, it was difficult to assess the differences with fully sintered samples
reported in the bibliography [51–53]. Nevertheless, similar findings were reported by Sharma et al. [29]
and Siti et al. [54] for Ti-40 wt. % Nb alloy, processed from TiH2 as starting powder produced by press
and sinter process. Both cases highlight the incomplete Nb diffusion at temperatures between 1100
and 1200 ◦C, the presence of a diffusion zone with unreacted Nb particles surrounded by a β-Ti matrix,
and some α-needles mainly located at the grain boundaries.
3.5. Effect of Fe and Nb Alloying Elements on Phase Evolution during Dehydrogenation Process
Figure 8 shows the XRD patterns of TiH2-5Fe25Nb alloy from room temperature up to 1100 ◦C.
Similar results were found for the other compositions evaluated. At room temperature, as expected,
TiH2, Fe, and Nb were identified by XRD patterns.
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Figure 8. ffr t t e l ti of phases’ transfor atio s as function of
te perature by TiH2-5Fe25 b (from room temperature to 1 0 ◦C).
It is complicated to determine the sequence of hydrides formed during the entire dehydrogenation
process even empl ying high-temperature XRD analysis due to the fact that this reaction is fast and
takes place in a narrow interval of temperatures [55]. However, the main stages of the pr cess could be
followed, as described below.
At 400 ◦C, FCC δ-TiH2 was transformed into FCC-TiH1.5, which coincided with the first
decomposition stage. Afterwards, as temperature increased (500 ◦C), part of TiH1.5 was transformed
into HCP-α phase. It can be observed that the peak intensity of TiH1.5 was reduced, while peaks of α-Ti
phase started to appear, which was co firmed by the needles found in the SEM images (Figure 5b) that
corresp nded to α-Ti. Peaks of alpha phase at 500 ◦C did not agree with the transformation sequence
proposed before, which suggests that δ(TiHx) transformed to β(Ti)H. However, t is was attributed to
the fact that these samples were analyzed after co ling; thus, the fraction of beta transformation reached
up to that stage was reverted to alpha phase during cooling when FCC to HCP phase transformation
occurred. It is important to consider that the pattern diffraction obtained did not correspond to the
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phase transformation sequence, since the high-temperature reaction was interrupted to perform the
XRD measurement at room temperature (RT) and, hence, the intermediate phases that were formed
during dehydrogenation, at a specific interval of temperature, could have been reverted to another
stable phase at lower temperature.
At 650 ◦C, the sample was composed by α-Ti phase, Fe, and Nb, leaving behind TiH1.5 phase.
XRD results support that dehydrogenation finished at this temperature for alloys of Ti-Nb and Ti-Nb-Fe
system. At 800 ◦C, Nb, HCPα-Ti, and BCCβ-Ti phase could be identified. No Fe peaks (or intermetallic)
were found in the XRD; this was attributed to Fe being already dissolved into Ti matrix, as was observed
in the SEM image (Figure 5d).
Finally, for TiH2-5Fe25Nb alloy at 1100 ◦C strong peaks corresponding to β-Ti phase were found
and small peaks of α-Ti phase were also identified. Even when Nb particles were observed in the SEM
images, they were not by found by XRD; this could be due to the fact that the remaining undissolved
Nb amount was lower than the detection limit. The incomplete Nb diffusion was not enough to obtain
only β-Ti phase. Therefore, it is necessary to increase both time and sintering temperature in order to
promote the Nb diffusion and to stabilize a higher content of β-Ti.
4. Conclusions
In conclusion:
1. Using thermal analysis (DTA, DIL) it is possible to follow the in-situ transformation during the
whole dehydrogenation process and assess the effect of alloying elements. In contrast, for samples
heated until a determined temperature and then cooled down (VAC), the dehydrogenation
reactions were interrupted and some phase transformations could not be identified since they






→ δ(TiH1.5) + α(Ti)
650 C
→ α(Ti) (2)
This transformation sequence was modified with the addition of Fe and Nb as alloying elements.
The presence of these alloying elements reduced considerably the beta transus temperature, hence,
it is suggested that beta→alpha reaction described in Equation (1) did not occur. Once δ-TiHx
was transformed into β-Ti, this phase was maintained and became more stable as temperature
increased and diffusion of Fe and Nb was produced, which allowed stabilization the β-Ti phase
after cooling. The following transformation sequence was proposed for alloyed TiH2 with Fe and
Nb during continuous heating:
δ(TiH2) + Fe + Nb
400 C
→ δ(TiH1.5) + Fe + Nb
550–650 C
→ β(Ti)H + β(Ti)Fe rich
+Fe + Nb 800–1100 C→ β(Ti)H + β(Ti)Fe rich + β(Ti)Nb rich + Nb
(3)
2. Fe was dissolved into Ti matrix at a lower temperature than when using Ti powders as starting
material. Hence, dehydrogenation allowed chemical activation of the particle surface, promoting
an earlier diffusion of the alloying elements. Small amount of hydrogen retained on the last
dehydrogenation stage could have promoted the earlier diffusion of elements that exhibited
higher diffusivity in BCC-Ti than HCP-Ti.
3. Fe and Nb addition shifted the temperature of the initial and final stage of the dehydrogenation
process with respect to unalloyed/pure TiH2. On one hand, Fe and Nb accelerated the beginning
of the decomposition reaction, reducing the onset temperature of the first stage between 50–95 ◦C
lower than TiH2. On the other hand, Fe and Nb could act as a barrier to the removal of the
remaining hydrogen content retained in the Ti phase, delaying the offset temperature of the
Metals 2020, 10, 682 17 of 19
third stage between 15–50 ◦C more than TiH2. No significant differences were detected for the
intermediate stage (second stage), which was considered the main decomposition reaction.
4. Alloying elements’ addition, such as Fe and Nb, did not hinder the complete hydrogen elimination;
however, they modified the decomposition process.
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